LUMINOUS ARC LAMP 
FORM 3 

FOR DIRECT CURRENT SERIES CIRCUITS 


Cat. No. 9565 4 amp. D.C. Series Form 3 Luminous Arc 
Lamp. 

“ “ 43266 Black Oxidized Copper Casing. 

“ “ 43303 Reflector. 

“ “ 43307 Globe 12" deep, 12J" diameter. (Clear.) 

“ ‘‘ 43750 Globe 12" deep, 12f" diameter. (Sand 

blasted at bottom.) 

‘‘ “ 40527 Lower Electrode |" diameter, 8" long. 

TO PREPARE THE LAMP FOR INSTALLATION 

Remove the casing which is supported at the top by 
a bayonet joint, by loosening the thumbscrew at the 
side of the top cap; raise the casing slightly and turn 
it to the left until it can be lowered. Remove all the 
ties, wedges and packing; brush out any dust that may 
have gathered and examine the lamp for loose or dam¬ 
aged parts. The moving parts must act freely and 
readily fall into position. The armatures of the series 
and shunt magnets must also be free and drop in¬ 
stantly after being raised. The rod for the tripping 
device should be screwed in and set up with pliers, so 
that it will not loosen. Place the casing and canopy 
in position; the globe should be hung to the canopy 
and the retaining screw tightened to prevent the globe 
from becoming unhinged.' With the two thumbscrews 
secure the reflector disk in position; then place the ash 
pan in the globe. 






